Detroit Tubing Mill

12301 Hubbell St | Detroit, Ml 48227 | 313.491.8823
ASTM A500 Structural Tubing | ASTM A513 & A787 Mechanical Tubing

A513, A787 Mechanical Tubing Sizes and Weights Per Foot

Gauge (BWG)» 22 20 19 18 17 16 15 14 13 12 11

Nom Gauged| 0.028" | 0.035" | 0.042" | 0.049" | 0.058" | 0.065" | 0.072" | 0.083" | 0.095" | 0.109" | 0.120"
Size V V¥ Weight Per Foot ¥

0.5000" 0.141 0.174 0.205 0.236 0.274 0.302 — . — . —

0.5400" 0.153 0.189 0.223 0.257 0.299 0.330 — — — — —

0.6250" 0.179 0.221 0.262 0.301 0.351 0.389 0.425 0.480 — . —

0.6750" 0.193 0.239 0.284 0.328 0.382 0.423 0.464 0.525 — — —
0.7500" 0.216 0.267 0.318 0.367 0.429 0.476 0.521 0.591 0.665 0.746 0.807
0.7870" (20mm) | 0.227 0.281 0.334 0.386 0.452 0.501 0.550 0.624 0.702 0.789 0.855
0.8125" 0.235 0.291 0.346 0.400 0.467 0.519 0.569 0.647 0.728 0.819 0.888
0.8400" 0.243 0.301 0.358 0.414 0.484 0.538 0.591 0.671 0.756 0.851 0.923
0.8750" 0.253 0.314 0.374 0.432 0.506 0.562 0.617 0.702 0.791 0.892 0.968
0.9950" 0.289 0.359 0.427 0.495 0.580 0.646 0.710 0.808 0.913 1.031 1.121
1.0000" 0.291 0.361 0.430 0.498 0.584 0.649 0.714 0.813 0.918 1.037 1.128
1.0500" 0.306 0.379 0.452 0.524 0.614 0.684 0.752 0.857 0.969 1.095 1.192
R 1.1250" 0.328 0.407 0.486 0.563 0.661 0.736 0.810 0.924 1.045 1.183 1.288
o) 1.2500" — 0.454 0.542 0.629 0.738 0.823 0.906 1.034 1.172 1.328 1.448
U 1.3125" — 0.478 0.570 0.661 0.777 0.866 0.954 1.090 1.235 1.401 1.528
N 1.3150" — 0.478 0.571 0.663 0.779 0.868 0.956 1.092 1.238 1.404 1.532
D 1.3750" — 0.501 0.598 0.694 0.816 0.909 1.002 1.145 1.299 1.474 1.608
1.5000" — 0.548 0.654 0.759 0.893 0.996 1.098 1.256 1.426 1.619 1.769
1.5625" — 0.571 0.682 0.792 0.932 1.040 1.146 1.311 1.489 1.692 1.849
1.6250" — 0.594 0.710 0.825 0.971 1.083 1.194 1.367 1.552 1.765 1.929
1.6600" — — — 0.843 0.992 1.107 1.221 1.398 1.588 1.806 1.974
1.7500" — — — 0.890 1.048 1.170 1.290 1.478 1.679 1.910 2.089
1.8750" — — — 0.956 1.126 1.257 1.386 1.589 1.806 2.056 2.249
1.9000" — — — 0.969 1.141 1.274 1.406 1.611 1.831 2.085 2.281
2.0000" — — — 1.021 1.203 1.343 1.483 1.699 1.933 2.201 2.409
2.1875" — — — 1.119 1.319 1.473 1.627 1.866 2.123 2.420 2.650
2.2500" — — — 1.152 1.358 1.517 1.675 1.921 2.186 2.492 2.730
2.3750" — — — 1.217 1.435 1.604 1.771 2.032 2.313 2.638 2.890
2.5000" — — — 1.283 1.513 1.690 1.867 2.143 2.440 2.783 3.050
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Detroit Tubing Mill

12301 Hubbell St | Detroit, Ml 48227 | 313.491.8823
ASTM A500 Structural Tubing | ASTM A513 & A787 Mechanical Tubing

A513, A787 Mechanical Tubing Sizes and Weights Per Foot

0.5000" 0.180 | 0.221 | 0.262 | 0.301 | 0.349 | 0.385 | 0419 | 0471 | — — —

0.7090" (18mm) | 0.259 | 0.321 | 0.381 | 0440 | 0514 | 0569 | 0624 | 0707 | — — —
s 0.7500" 0.275 | 0.340 | 0404 | 0467 | 0546 | 0.606 | 0.664 | 0.753 | 0.846 | 0.950 | 1.028
0 0.8750" 0.323 | 0400 | 0476 | 0550 | 0.644 | 0.716 | 0.786 | 0.894 | 1.008 | 1.136 | 1.232
U 1.0000" 0.370 | 0.459 | 0.547 | 0.634 | 0.743 | 0.827 | 0.909 | 1.035 | 1.169 | 1.321 | 1.436
Al 1.181" (30mm) — | 0545 | 0651 | 0.754 | 0.886 | 0.987 | 1.086 | 1.239 | 1.403 | 1.589 | 1.732
R 1.2500" — | 0578 | 0690 | 0.800 | 0.940 | 1.048 | 1.153 | 1.317 | 1.492 | 1.691 | 1.844
E 1.5000" — — — | 0967 | 1137 | 1.269 | 1.398 | 1.600 | 1.815 | 2.062 | 2.252
1.7500" — — — 1.134 | 1.335 | 1.490 | 1.643 | 1.882 | 2.138 | 2.433 | 2.660
2.0000" — — — 1300 | 1532 | 1711 | 1.888 | 2.164 | 2.461 | 2.803 | 3.068
0.750"x1.000" | — | 0.400 | 0.476 | 0550 | 0.644 | 0.716 | 0.786 | 0.894 | 1.008 | 1.136 | 1.232
1.000"x0.750" | — | 0.400 | 0.476 | 0.550 | 0.644 | 0.716 | 0.786 | 0.894 | 1.008 | 1.136 | 1.232
R| 1.000"x2.000" | — | 0697 | 0833 | 0967 | 1.137 | 1.269 | 1.398 | 1.600 | 1.815 | 2.062 | 2.252
E| 1.250"x0.500" | — | 0.400 | 0.476 | 0.550 | 0.644 | 0.716 | 0.786 | 0.894 | 1.008 | 1.136 | 1.232
Cl 1.250"x1.000" | — | 0519 | 0619 | 0717 | 0842 | 0937 | 1.031 | 1.176 | 1.331 | 1.506 | 1.640
; 1.500"x0.500" | — | 0.459 | 0.547 | 0.634 | 0.743 | 0.827 | 0.909 | 1.035 | 1.169 | 1.321 | 1.436
| 1.500"x1.000" | — | 0578 | 0.690 | 0.800 | 0.940 | 1.048 | 1.153 | 1.317 | 1.492 | 1.691 | 1.844
G| 2000 x1.000" [ — — — | 0967 | 1137 | 1.269 | 1.398 | 1.600 | 1.815 | 2.062 | 2.252
L| 2.000"x1500" [ — — — 1.134 | 1.335 | 1.490 | 1.643 | 1.882 | 2.138 | 2.433 | 2.660
E| 25500"x1.000" | — — — 1.134 | 1.335 | 1.490 | 1.643 | 1.882 | 2.138 | 2.433 | 2.660
2.500" x 1.500" | — — — 1300 | 1532 | 1.711 | 1.888 | 2.164 | 2.461 | 2.803 | 3.068
3.000" x 1.000" | — — — 1.300 | 1532 | 1.711 | 1.888 | 2.164 | 2.461 | 2.803 | 3.068
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